


Technical Specifications

Software „customers & more” Basic Comfort Professional

Modular set-up of system • • •
Self installing software • • •
Database management • • •
Choice of language • • •
Customer chip card personalization • • •
Employee chip card personalization • • •
Read out transactions from GCR500ec • • •
Use of external data • • •
Activation of chip card terminal GCR500ec - • •
Definition of terminal ID - • •
Definition of the chip PIN-code - • •
Providing data for external programs • • •
Transactions logfile function • • •
Multi Partner Scheme Option • • •
Customized  backround - - •
Supports reader: GCR500ec • • •
Supports receipt printer: DX58 - - •

DATABASE SOURCES
External databases in standard formats (DBASE, Excel, Access, Oracle, etc.)

LANGUAGES
English, German, Spanish (further languages available upon request)

SYSTEM REQUIREMENTS
• Pentium PC with at least 32MB RAM, Win 95, 98, 98SE, ME, NT 4.0, W2K (32 Bit)
• Disk drive 3.50", CD-ROM drive, Mouse, or Windows compalible cursor, Serial interface
• VGA cards  with  64.000 colors, resolution 800 x 600 Pixel, SVGA color monitor
• Needed memory capacity on the harddrive min. 10 MB

Smart Card Reader GCR500ec

smart card coupler external ISO 7816 1-3
smart card coupler intern 1x PlugIn for optional module
drogram memory 32 KB
data memory 32 KB
automatic dust protection yes
LEDs two battary- and status LEDs
summer yes
interface  seriell/RS232  - offline and online operation
keypad 10 numerical keys, 6 programmable keys
LCD display 2 lines, 16 signs
housing ergonomic housing, one hand-operation

dust- and watersplash protected
options stainless steel cover

battery-pack
power supply External plugin 9-12 V, 300mA
dimensions 185 l 120 l 57 mm
weight 760 grReceipt printer DX58

battery-pack for GCR500ec
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